
NOE
® Circular formwork

NOEtop R275, NOER 110



NOEtop R 275 circular formwork
An all-round top performer

■ Ready for immediate use
NOEtop R 275 is ready for
immediate use

■ Radii from 2750 mm infinitely
adjustable

■ First radius set at factory

■ Quick and easy to reset for
further radii

■ Durable
Thanks to hot-dip galvanised steel
parts

■ NOEtop R 275 integrates into
the NOEtop formwork concept

■ Can be used as single-sided
circular formwork

■ Easy connection of formwork
elements

■ Relatively few tie rods required

■ Dimensions
Heights: 3000, 1500, 750 mm
Lenghts: 2500, 1270 mm

■ High-quality NOEform facing



NOE R 110 circular formwork
For radii from 1100 mm

■ Ready for immediate use
NOE R 110 is supplied to site ready
for immediate use

■ Radii from 1100 mm infinitely
adjustable

■ First radius set at factory

■ Quick and easy to reset to
further radii

■ Durable
Thanks to hot-dip galvanised steel
parts

■ Dimensions
Heights: 3000, 1500, 750 mm
Lengths: 711 mm

■ Facing with NOEplast coating



Austria
NOE Schaltechnik
www.noe-schaltechnik.at
noe@noe-schaltechnik.at

Belgium
NOE Bekistingtechniek N.V.
www.noe.be
info@noe.be

Brazil
Mills do Brasil
Estruturas e Serviços Ltda.
www.mills.com.br
millsbr@cepa.com.br

Bulgaria
NOE Schaltechnik
www.noebg.com
noe-bg@netbg.com

Croatia
NOE oplatna tehnika d.o.o.
www.noe.hr
noe@noe.hr

France
NOE France
www.noefrance.fr
info@noefrance.fr

Netherlands
NOE Bekistingtechniek b.v.
www.noe.nl
info@noe.nl

Poland
NOE PL Sp Zo.o.
www.noe.com.pl
noe@noe.com.pl

Russia
NOE Moscow
info@noe-moscow.ru

NOE St. Petersburg
noe@sovintel.ru

Saudi Arabia
NOE Global Trade Est.
NOE - The Formwork
www.noe.de
jeddah@noe.de

Serbia
NOE Sistemske Oplate d.o.o.
www.noe-scg.com
noe-scg@eunet.rs

Switzerland
NOE Schaltechnik
www.noe.ch
info@noe.ch

Turkey
Ş.NOE Beton Kal .ıpları A

www.noe.com.tr
info@noe.com.tr
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info@noe.de
www.noe.de
www.noeplast.com

NOE-Schaltechnik
Georg Meyer-Keller GmbH + Co. KG
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